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telesetTM, the postage resetting system developed by FP, utilizes 
direct communication from the meter to our secure processing 
center. The entire postage reloading process runs automatically.
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Strengthen brand awareness and add greater personalization with 
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Increase productivity when processing your mixed mail with the 
time-saving reverse weighing option. If you place several pieces 
of mail on the scale at once and remove one from the integrated 

the last piece removed.

Just stack your mail in the Automatic Feeder-Sealer and the 

the optional Conveyor-Stacker handles up to 300 (single-insert) 
envelopes at one time, eliminating the need to continually empty 
small exit trays during high-volume runs. The ultimail™ system 
shown here allows you to seal, post, and stack mail in one 
continuous flow for efficient processing.
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•  Up to 100 Departmental Accounts
•  Backlit LCD Display
•  Clean, Quiet Digital Operation
•  Automatic Date and Postage Correction Capabilities
•  Interfaces with Accounting and Mailing Software

®

•  Integrated Label Dispenser

Speed 

Max. Thickness

Media Size

Dimensions

Weight

Print Technology

Imprints per Cartridge

Scale

Accounts

Power

Options 
 

65 Letters/Pieces per Minute

Up to 3/8"

From Postcard up to 10" x 13" Flats

Base Unit: 8.75"L x 16.00"W x 10.50"H

Semi-Auto Feeder: 12.75"L x 12.50"H x 8.50"H 

Auto-Feed Unit: 21.75"L x 13.00"W x 8.50"H 

13.2 lb. (Base Unit)

HP Inkjet Technology

50 standard, 100 optional

115v

Semi-Auto & Automatic Feeder-Sealer Units, 

Conveyor-Stacker, Differential Weighing

SECIFICATINS 

Letter Tray

Digital Postage System, and ask about our family of mailing 
systems and solutions.

When you have questions, we have solutions.
Our commitment to fast, attentive customer service is just one 

-approved 

Speed

Dimensions

Envelope Sizes

Power

Capacity

35 ft. per Minute

9.00"W x 9.25"H x 41.50"L

Up to 6"H x 9"L

120v

300 Single-Insert Envelopes
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ultimail™ 65s Digital Mailing System

information-based indicia (ECDSA) that delivers the highest level of 

scale, the ultimail™ 65s will automatically calculate the weight of 

ThE ultimail™ 65s CoNvEyoR-STACKER SySTEM

ultimail™ 65s will take care of the rest. For added convenience, 

•  100%  CPC ECDSA  Compliant
•  Optional Interfaced scale up to 35 kgs.

82 Corstate Avenue
Concord, Ontario  L4K 4X2
Tel: 1 800 - 339 - 3227 / 905 761 6554  Fax: 905 761 7345
www.francotyp.ca

security proposed by CPC.

up to 9 advertising messages.

Up to 20,000 per 2-Cartridge Set

5kg. Integrated, up to 35kg. External

Integrated  5kg. Scale, Interfaced Scales, 

of the reasons why we’re the fastest-growing CPC
mailing systems vendor in Canada.

Call your FP representative today to order your ultimail™ 65s 

Leveraging a state-of-the-art design, ultimail™ 65s provides an 


